
KUMHO 
SBR
Emulsion Styrene Butadiene Rubber



KUMHO SBR

The KUMHO 1500, 1700 series is a cold emulsion copolymer 

of Styrene and Butadiene. It is one of the most widely used 

synthetic rubbers. It provides excellent uniformity compared 

with natural rubber. Its extrusion properties exceed those of 

natural rubber and stocks have less tendency to scorch in 

processing. It is classified by the applied emulsifier, extender 

oil and stabilizer. Our main products are KUMHO SBR1500, 

1500NF, 1502, 1502G, 1502NF, ,1502H, 1507, 1507L, 1712, 

1712G, 1721, 1778K. In addition, KUMHO SBR1723, 1739, 1745T, 

1783, 1789 are extended in low PCA (Polycyclic Aromatic 

Hydrocarbons) oil in accordance with European legislation.

Physical 

properties
Category Grade Application Characteristic

SM content 
(%)

Oil Type
Mooney Viscosity 

(100℃)
Tensile Strength 

(kgf/cm2)
Elongation 

(%)

1500 Series

(Non-Oil)

SBR1500

Tire, Industrial compound, footwear

Good elongation, Stain A.O 23.5 - 52 Min. 250 Min. 380

SBR1500NF Good elongation, Nitrisoamine free 23.5 - 51 Min. 250 Min. 380

SBR1502 General purpose 23.5 - 52 Min. 260 Min. 290

SBR1502G General purpose 23.5 - 50 Min. 260 Min. 350

SBR1502NF Nitrisoamine free 23.5 - 52 Min. 260 Min. 290

SBR1502H High MV SBR 23.5 - 65 Min. 260 Min. 290

SBR1507 Low MV SBR 23.5 - 35 Min. 230 Min. 390

SBR1507L Low MV SBR 23.5 - 30 Min. 230 Min. 390

1700 Series

(Oil)

SBR1712

Tire, Industrial compound

Aromatic oil 23.5 Aromatic 49 Min. 215 Min. 500

SBR1712G Aromatic oil 23.5 Aromatic 52 Min. 210 Min. 500

SBR1721 Aromatic oil, High styrene ESBR 40 Aromatic 54 Min. 200 Min. 430

SBR1723 TDAE oil 23.5 TDAE 49 Min. 200 Min. 440

SBR1739 TDAE oil, High styrene ESBR 40 TDAE 54 Min. 220 Min. 430

SBR1783 RAE oil 23.5 RAE 49 Min. 215 Min. 430

SBR1789 RAE oil, High styrene ESBR 40 RAE 54 Min. 200 Min. 430

SBR1745T TDAE oil, High styrene ESBR 45 TDAE 70 Min. 200 Min. 450

SBR1778K Napthanic oil, Non-stain A.O 23.5 Naphthenic 46 Min. 200 Min. 410

Direct expose to sunlight and humidity may

cause discoloration or quaility deterioration.

Keep the product away from direct sunlight,

humidity and impurities, and store in a cool and

dry place at temperature below 35℃.

Precautions for handling

Application

Tire, Footwear, Hoses, 

Conveyor belts, 

Other mechanical goods

Packages Applications

SBR

- 35kg / Bale 

- �1.05MT / Pallet  

(30 Bales)
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