KUMRO
NBR



KUMHO NBR

KUMHO KNB is a cold emulsion copolymer of acrylonitrile
and butadiene. It has excellent resistance to hydrocarbon
solvents, vegetable oils, acids, alkalis, and many other liquids
and gases. Resistance to abrasion, heat, water, and flexing
are also provided by our NBR. KUMHO KNB is suitable for
injection molding of rubber products with various shapes, and
it can be used with a relatively large amount of plasticizer.

Application

KUMHO
PETROCHEMICAL

Packages - 35kg/ Bale
- 1.05MT / Pallet
(30 Bales)

Precautions for handling

3

Applications

Packings, Gaskets, O-ring,

Hoses, Rolls, Shoe soles and

heels, Other Industrial parts

Direct exposure to sunlight and humidity may

cause discoloration or quality deterioration.

Keep the product away from direct sunlight,

humidity and impurities, and store in a cool

place.

NBR
PhySicaI ) L .. . AN content Raw Mooney Tensile Strength Elongation
. Category Grade Main Application Application Characteristic o . . . 2 b
properties (%) Viscosity (100°C) (kgf/cm?) (%)
KNB25LM Low AN, Medium MV 28 50 Min. 210 Min. 400
Oil resistance part, , , , :
KNB25M Shoes Gasket, O-ring, Fuel hose, Shoes Low AN, Medium MV 28 60 Min. 210 Min. 380
KNB25H Low AN, High MV 28 80 Min. 200 Min. 300
KNB3345 Rubber tiles, Shoes Floor rubber tile, Shoes Medium AN, Low VOC 33 45 Min. 220 Min. 400
KNB35LL Gasket, O-ring, Fuel hose, Shoes Medium AN, Low MV 34 32 Min. 210 Min. 450
KNB35L Gasket, O-ring, Fuel hose, Shoes Medium AN, Low MV 34 41 Min. 220 Min. 420
Oil resistance part, , i ) . .
KNB35LM Shoes Gasket, O-ring, Fuel hose, Shoes Medium AN, Medium MV 34 50 Min. 220 Min. 390
KNB35M Gasket, O-ring, Fuel hose, Shoes Medium AN, Medium MV 34 60 Min. 220 Min. 390
KNB35H Gasket, O-ring, Fuel hose, Shoes Medium AN, High MV 34 80 Min. 220 Min. 310
KNB40OM Oil resistance part, Gasket, O-ring, Fuel hose, Shoes High AN 1 60 Min. 220 Min. 400
KNB40OH Shoes Gasket, O-ring, Fuel hose, Shoes High AN M 80 Min. 220 Min. 400
Low temperature ) " . . .
KNB1845 L Gasket in the low temperature condition. Low AN, Cold resistance 18 45 Min. 230 Min. 520
applications
KNB0O230L Roller, Shoes Printer roller, Rice dusk roller, Shoes Fast cure, High modulus 35 42 Min. 220 Min. 310
KNV0072 Hose, Shoes Fuel hose, Shoes NBR/PVC blend - - - -
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